
CLOUD CONNECTIVITY 
Data from any USRIC or UTRIX data logger can be uploaded to LogTag® 
Online and can be accessed on any device with an internet connection. 
All your data is stored in a trusted cloud service that complies with FDA 
CFR 21 Part 11 and can be shared with key stakeholders. 
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Provides clear visual indication to see if products have 
been exposed to temperature excursions. 

The USRIC and UTRIX USB temperature 
loggers are reliable, exceptionally accurate, 
and easy-to-use and interpret. The compact 
design is easily integrated into your 
packaging and has a wide temperature 
range for various applications. 
 
FEATURES INCLUDE: 

•	 Built-in USB connector, no separate 
interface cradle required 

•	 Automatically generated PDF and Excel file 
– no special software required

 
•	 Red ALERT and green OK indicators, give on 

device visual confirmation of status 

•	 Temperature accuracy ±0.8°C or better  

USRIC-8 
UTRIX-16
Single or Multi-use USB PDF Logger



ENSURE QUALITY 
The USRIC and UTRIX USB temperature loggers are cost-effective, 

temperature data recorders for your single or multi-use needs that 

will help you identify potential problems areas in your supply chain. 

Protect your brand and give your customers the assurance they need 

with a compact and reliable temperature monitoring solution. 

DIMENSIONS

54.5mm (2.15 in) 

93m
m

 (3.66 in) 
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USRIC-8 UTRIX-16

Measurement Range
-30°C to 60°C 
(-22°F to +140°F)

-30°C to +70°C 
(-22°F to +158°F)

Accuracy
±0.8°C for -30°C to -5°C 
±0.5°C for -5°C to 30°C
±0.8°C for 30°C to 60°C

±0.7°C (± for -30°C to -20°C
±0.5°C for -20°C to 40°C
±0.7°C for 40°C to 60°C
±0.8°C for 60°C to +70°C

Trip Duration
28 days at 5min logging
84 days at 15min logging

56 days at 5min logging
168 days at 15min logging

Alarms up to 6 configurable alarms up to 6 configurable alarms

Rate Recording Capacity 8,000 16,129

Connection USB USB

Enclosure Rating IP64 (with USB cap fitted) IP64 (with USB cap fitted)

Battery Type CR2032 3V LiMnO2 Battery CR2450 3V LiMnO2 Battery

Shelf Life 2 years 1 year

Use Life 6 months 2-3 years

Material Polycarbonate Polycarbonate

Weight 31g 36g

Dimensions 93mm x 54.5mm x 8.6mm 93mm x 54.5mm x 8.6mm

Certifications FCC, CE, RoHS, 
FDA 21 CFR Part 11

FCC, CE, RoHS, 
FDA 21 CFR Part 11

International Compliance: 
•	 FCC 
•	 CE 
•	 RoHS Compliant 
•	 FDA 21 CFR Part 11

8.6m
m

(.34in)

USRIC-8, UTRIX-16

Specifications


